
B solderless terminals

non insulated
 

 

Technical dataMaterial
Socket: Copper

Solderless terminals type B
Non-insulated solderless terminals in fork design. Temperature range: up to +125°C

 Surface: tinned
   

 
Dimensions

Diameter of the boringa
Inner diameter of the cable insertiond
Flange widthb
Length till middle of the boringl

 

forked
Net EUR/100 items at a purchase ofUnitWeight

kg / 1000
items

l
mm

t
mm

d
mm

b
mm

a
mm

Cross-section
mm²

TypePart no.
1001 - 5000501 - 1000up to 500

o. r.o. r.o. r.1000,712,00,81,67,04,30,5-1,5B 1-4F91547
o. r.o. r.o. r.1000,913,00,81,69,65,30,5-1,5B 1-5F91548
o. r.o. r.o. r.1000,812,00,82,37,04,31,5-2,5B 2,5-4F91550
o. r.o. r.o. r.1000,913,00,82,39,65,31,5-2,5B 2,5-5F91551
o. r.o. r.o. r.1001,113,00,82,312,06,51,5-2,5B 2,5-6F91552
o. r.o. r.o. r.1001,414,01,03,68,54,32,5-6,0B 6-4F91553
o. r.o. r.o. r.1001,614,01,03,69,05,32,5-6,0B 6-5F91554
o. r.o. r.o. r.1001,718,01,03,612,56,52,5-6,0B 6-6F91555

 

o. r. = on requestDimensions and specifications may be changed without prior notice.
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