
THHN / THWN
90°C, 600 V, UL listed, PVC + nylon single core
 

 

PropertiesCable structureTechnical data
Resistant against•• Bare copper conductor,

with AWG dimensions
PVC + Nylon insulated single cores to
UL Std.83 and UL Std.1063 (MTW) • Oils

• Temperature range
THHN dry environments: 90°C
THWN wet environments: 75°C

• Core insulation of PVC
and Nylon-sheath

• Gasoline
• Water

• Core identification coloured • Acids
• Nominal voltage
600 V

• Ozone
• Lyes

• Minimum bending radius
8x core Ø

• Sunlight
• Abrasion

• Test voltage (Spark test)
AWG 14 to AWG 10 = 7,5 kV
AWG 8 to AWG 2/0 = 10 kV
AWG 3/0 to AWG 4/0 = 12,5 kV
kcmil 250 to kcmil 500 = 15 kV
kcmil 600 to kcmil 1000 = 17,5 kV

 
Note
• 1 kcmil = 1000 circ mils = 0,5067 mm².
• Please complete the part number for
these cables by adding the suffix for
the colour required as per the list:
0 = green
1 = black
2 = blue
3 = brown
4 = red
5 = white
6 = grey
7 = yellow
8 = orange
9 = pink

 

Application
For the electronical installation of machine tools and the relative control. THWN = Thermoplastic PVC-insulated building wire, Heat resistant 75°C,
for Wet and dry locations, flame retardant. THHN = Thermoplastic PVC-insulated building wire, Nylon sheath, 90°C, 600 V, for dry and damp locations.
= Product conforms with Low-Voltage Directive 2014/35/EU.

 

 
Weight
app. kg / km

Cop.
weight
kg / km

Outer Ø
app. mm

Cond. make-up
n x wire Ø

AWG-No.Cross-
sectionmm²

Part no.

25,020,73,019 x 0,38142,086320x
 

37,033,03,419 x 0,48123,326321x
 

60,051,64,319 x 0,6105,266322x
 

95,080,65,519 x 0,7588,356323x
 

143,0125,06,619 x 0,96613,396324x
 

229,0201,08,419 x 1,19421,146325x
 

282,0253,09,119 x 1,336326,656326x
 

349,0317,010,019 x 1,5233,616327x
 

449,0399,011,419 x 1,686142,386328x
 

557,0500,012,419 x 1,891/053,476329x
 

691,0631,013,719 x 2,1262/067,46330x
 

861,0792,015,019 x 2,3873/084,976331x
 

1069,0996,016,519 x 2,684/0107,176332x
 

 
Weight
app. kg / km

Cop.
weight
kg / km

Outer Ø
app. mm

Cond. make-up
n x wire Ø

AWG-No.Cross-
sectionmm²

Part no.

1277,01178,018,2937 x 2,088250 kcmil12763331
 

1515,01410,019,5637 x 2,286300 kcmil15263341
 

1753,01645,021,0837 x 2,47350 kcmil17863351
 

1998,01902,022,3537 x 2,7400 kcmil20363361
 

2466,02345,024,1337 x 2,95500 kcmil25463371
 

3000,02920,026,7561 x 2,52600 kcmil30463381
 

3713,03658,029,3661 x 2,82750 kcmil38063391
 

4870,04858,033,2761 x 3,251000 kcmil50763401
 

Dimensions and specifications may be changed without prior notice. (RN06)
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